
        Schedule Drawing
 No modifications permitted 
 without reference to 
 Notified Body

 "B"±.020[0.5] 

 "B"+1.250[31.7]±.0625[1.6]    30" MIN.
762

 

BLIND END 
HOUSING

"A" 
THREAD SIZE

LOCKNUT
1/2" NPT FEMALE 
OPTIONAL: 
M20X1.5 THD FEMALE

18 AWG LEAD WIRES
OPTIONAL: 
JACKETED CABLE

 1.00
25.4

 

WIRE 1(RED)

WIRE 2 (BLACK)

WIRE 3 (WHITE)

 "B"±.020[0.5] 
 "B"+1.125[28.6]±.0625[1.6]  

"A" 
THREAD SIZEBLIND END 

HOUSING

LOCKNUT

D
YN

A
LC

O
 M

920-P

THIS GROOVE HAS NO
RELATION TO 

THE CONNECTOR PINS

PIN C

PIN A

PIN B

9

NOTES:
  1.    POWER SUPPLY(Vin): Ex ia: 4.5 TO 14 VDC 
                                             Ex mb: 4.5 TO18 VDC 
  2.    SUPPLY CURRENT: Ex ia: 85 mA MAXIMUM                                              
  3.    OPERATING TEMPERATURE: -40° F TO +257° F (-40°C to 125°C)
  4.    SENSED FREQUENCY: 0 TO 20 KHZ

5 OUTPUT VOLTAGE: SQUARE WAVE 50±15% DUTY CYCLE.
          FOR Ex mb CERTIFICATION, THE Vout PIN SHALL ONLY BE 
              CONNECTED TO EQIPMENT WITH A MAXIMUM OPEN CIRCUIT VOLTAGE 
              OF 18V AND A MAXIMUM SHORT CIRCUIT CURRENT OF 10mA.
         M920-1:  FANOUT TO 10 TTL INPUTS, RLOAD ≥ 10KΩ
                    - LOGIC 0: +0.4 VDC MAX AT 15mA MAX.
                    - LOGIC 1: >2.8V TO 5.0 VDC WITH 2KΩ PULL UP RESISTOR.
         M920-2:    LOGIC 0: +0.4 VDC MAX AT 15mA MAX.
                          LOGIC 1:  Vo=(Vin-0.7)xRL / (RL+2.0k)
          WHERE   Vin=SOURCE VOLTAGE; RL=LOAD RESISTANCE                  
  6.    INSULATION RESISTANCE: 100 MΩ MIN. AT 500 VDC (COMMON TO HOUSING)
  7.    HOUSING: 303 STAINLESS STEEL, BLIND END.
  8.    OPTIMUM OPERATING AIR GAP: 0.02"[0.50] TO 0.10"[2.54]

9 CABLE-CONNECTOR SOLD SEPARATELY FOR PIN CONFIGURATION.
          C910-XX (XX: 10 TO 100 FT; 10 FT INCREMENT)

  10.  DIMENSIONS ARE IN INCHES [MM]

  11.  AMBIENT TEMPERATURE RANGES:
          -40°F to +176°F (-40°C to +80°C) FOR INTRINSICALLY SAFE (Ex ia) INSTALLATIONS.

           -40°F to +194°F (-40°C to +90°C) FOR ENCAPSULATION (Ex mb) INSTALLATIONS.

  12.  MARKING: WIRE OUTPUT OPTION: MARKING IS LASR ETCHED ON BODY.

         PIN OUTPUT OPTION: LABEL WILL BE PROVIDED WHICH MUST BE 

                                            ATTACHED NEAR PICKUP INSTALLATION.
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PRODUCT CONFIGURATOR

M920 -1 -A -L3.5 -P
                                                                                                                                                                                                             

BASE NUMBER OUTPUT TYPE DIM "A" THREAD SIZE DIM "B" THREAD LENGTH ELECTRICAL CONNECTION

M920
Hall-Effect (≥0 RPM)
Senses Ferrous Material

Encapsulated (Ex mb); 
   Zone 1,2 

Intrinsically safe (Ex ia); 
   Zone 0,1,2

-1: TTL Output 5

-2: Vin-Based 
       Output 5

-A:  5/8-18 UNF-2A - MIN.
-B:  11/16-24 UNF-2A
-C:  3/4-16 UNF-2A
-D:  3/4-20 UNF-2A
-E:  M16 x 1.5-6g
-F:  M18 x 1.5-6g
-G: M20 x 1.5-6g
-Z: Custom thread 
(consult factory)

-L1.875: 1.875[47.6] (MIN.)
-L3.5: 3.5[88.9]
-L6: 6[152.4] (MAX.)
-Lxx: Custom length 
(consult factory. xx: in inches, 
and within indicated min and 
max lengths)

-Wxx*: 1/2" NPT Conduit Connection
             (18 AWG wire output)
-M20-Wxx*: M20x1.5 Female Connection
                  (18 AWG wire output)

-Jxx*: 1/2" NPT Conduit Connection 
           with 18AWG Jacketed Cable 
-M20-Jxx*:  M20x1.5 Female Connection
                     with 18AWG Jacketed Cable 

*xx: 5-100 Ft., 1 Ft increment

-P: Pin-output   9
     (Only Intrinsically Safe "Ex ia" Approvals)

ELECTRICAL CONNECTIONS
  WIRE 1 (RED) PIN A POWER SUPPLY
  WIRE 2 (BLACK) PIN C COMMON
  WIRE 3 (WHITE) PIN B OUTPUT
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